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Installation Manual

Complete Audio System Upgrade Package
Direct Fit for Can-AM® Maverick® Vehicles
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| PSSCAM 2 |

Make: CAN AM | **The specified vehicles have been tested and have met compatibility specs
Model: Maverick | at the time of testing. Compatibility is not guaranteed if the manufacturer
Year: 2018-Up | has made production changes to the listed vehicles.

Introduction

Congratulations on purchasing the PSSCAM. This installation manual is designed to take you through the
step-by-step installation of PSSCAM into a 2018Up CANAM Maverick. Please familiarize yourself with the
owners manual as this is a challenging installation. If you still have additional questions please call800-
TECH101.

Design and specifications are subject to change without notice for improvement.

To Ensure Safe Use, Always Follow These Precautions

A The installation of this product requires specialized skills and experience. This is an installation that is
challenging and time consuming even for installers with experience. A professional installer would typically
take aminimum of 4-6 hoursto complete this installation. We recommend that you have the product
installed by an Alpine authorized dealer.
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manual so that you can use the product correctly. Alpine Electronics bears no responsibility for problems
that arise as a result of failure to follow the instructions in the manuals.

A This manual includes a number of symbols that are intended to help you use the product safely, to prevent

harm to you and others, and to protect against damage to property. These symbols and their meanings are
listed below. Make sure you fully understand these symbols before you begin reading the main text.

Explanation of Injury and Damage That May Result from Incorrect Use

Warni Ignoring the content marked by this indication and using the product incorrectly is
A e expected to lead to death or serious injury.

C . Ignoring the content marked by this indication and using the product incorrectly is only
A aution expected to lead to injury or property damage.
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Types of Precautions

Software Tool Update
PSS CAM 3

Indicates actions that are

forbidden (must not be performed)

Forbidden

® Indicates that disassembly is
forbidden.

Forbidden

Indicates actions that are

mandatory (must be performed)

your full attention.

Marks content that should receive

A Warning

When making a hole in the vehicle body, be careful
to avoid damaging pipes, the fuel tank, electrical
wiring, and the like. This kind of damage could
lead to an accident or fire.

A
®

Forbidden

®

Forbidden

AN

When installing and grounding the product, do not
use any of the bolts or nuts of the steering wheel,
brakes, fuel tank, or the like. Doing so could make
the brakes stop working or could lead to fire.

Do not install the product near the passengerside
airbag. Doing so could interfere with the operation
of the airbag and lead to an accident or injury.

Bundle cords so that they don’t interfere with
driving. Wrapping cords around the steering
wheel, gearshift, brake pedal, or the like could
lead to an accident or damage equipment.

Do not disassemble or modify the product. Doing
so could lead to an accident, fire, or electric
shock.

®

Forbidden

Store screws and other small objects where
children cannot reach them. If one of those small
objects is swallowed, consult with a doctor
immediately.

A

When replacing fuses be sure to use the
fuses with the specified current rating.
Failing to do so could lead to an accident
or fire.

00

Mandatory Forbidden

Only connect the product to a 12 VDC negative
ground car. Failing to do so could lead to an
accident or fire.

b

Mandatory

Since this vehicle has two batteries,
disconnecting the battery is not a good option.
Take caution when testing circuits. Failing to do
so could lead to electric shock or injury.

A

Do not cut the insulation on a cord and take power
from another device. Doing so could lead to fire or
electric shock.

O

Forbidden

Do not install the product in a location where it
willl obstruct the driver’s forward view; interfere
with the operation of the steering wheel, gear
shift, or the like; or pose a threat to passengers.
Doing so could lead to an accident or injury.

Forbidden
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A Caution

O

Forbidden

Connect the product properly according to the
instructions. Failing to do so could lead to fire or
an accident.

Do not sandwich cords between the seat railing or
allow them to touch protrusions. Resulting breaks
or shorts could lead to electric shock or fire.

Do not block vents or heat sinks. Doing so could
lead to fire or damage equipment.

A
O

Use the accessories according to the instructions,
and attach them securely. Failing to do so could
lead to an accident or damage equipment.

Forbidden
Do not install the product where it may be
exposed to water or in a place with high levels
of humidity or dust. Doing so could lead to fire or Forbraden

damage equipment.

The installation and wiring of this product
requires specialized skills and experience. Have
the product installed by an Alpine authorized
dealer.

A
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— P
Metric Socket Set Panel Removal Tools Pliers
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Ratchet Extension TorxT T25
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#2 Screw Driver Hex Wrench Cordless Drill
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Parts List PSS CAM -
Dash Pods Rear Speaker Cans Radio Antenna
B | L ‘_‘f*‘
Subwoofer Subwoofer Front Brackets
o o)
© o
KTA30MW

Radio

HALPINE

[=1CmCs)

Speaker Can LED Wires Wire Harnesses Cable Ties and Bolts

DA\

e
Tt
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Disassembly Instructions:

1. To remove the negative terminal of the battery, unbolt I I
the rear passenger sgeat rear bolts. Rear 2 boltsyare 2.Remove the negative termmal Of

18mm socket, front 2 bolts are 13mm. the battery using 10mm socket.

. . 4. Remove 2 center push pin retainer clips on
3. Begin by removing the 7-30 screws the center console to finish removing the

on the passenger dash panel passenger panel

5. remove the 3 330 screws on the Note: Only loosen the center console.
bottom of the center console You do not need to fully remove it.

¥
Sy

158 7
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6. Remove 4 930 Screws, 2 on either side, of 6. Next remove the 5 B0 screws
the center console to remove the center cover. holding the driver dash panel in

Q ‘
s .,

A

8. Remove 2 center push pin retainer clips on

7. Remove the 2 -B0 screws from above the center console to finish removing the
behind the gauge cluster passenger panel

10. Transfer these switches from the old panel to
9. Please ensure to remove any cables the new speaker panel. Add the LED controller

from any switches on the panel. from the kit. Set the panel aside until step XX

DS
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Subwoofer Assembly

1. Begin with the subwoofer speaker 2. Next get the rear brackets. Make
facing up note the brackets bend up away from
the table when mounted.

3. Use the 4 included M5 Bolts to 4. Note that front brackets are not identical.
attach them Ensure you have used the correct one.

A\

www.alpine-usa.com #AlpineSound fivo




P o GAM /ILPINE

| PSS CAM 9 |

Subwoofer Assembly® Y Uk q

5. Attach the left bracket by selecting the one that 6. Attach the right bracket by selecting the one that
{nat&heﬁ tPe picture below. Use the'included 2 M5 bolts {nattctheﬁ tpe picture below. ‘Use the included 2 M5 bolts
o0 attach it. o0 attach it.

Once assembled, set aside until
ready to install
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Amplifier Bracket Assembly and
Install

PSS CAM

1. Start with the amplifier Bracket 2. Use the 4 included screws to mount
the KTA30FW to lower location

3. Use the 4 included screws to mount 4. You will need to mark and drill the upper..
the KTASOMW to the upper location | RDOquWt Al Us WGYHC qRYULllet

2777 PINE

——_—

AVALPINE

5. The lower 2 screws are self tapping screws. A Note: The am{a_lifier mounts on the driver side under the
Pllot hole can be used to help the'install. Mark the dash panel. Itis located behind the steering wheel.
ocations and drill them.
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Wire Harness Installation PSS CAM

1. Start by cutting a 1 inch hole in the top of the 2. Begin in the drivers floor. Set the wire harness on the

i i floor. "Begin by running the amplifier harness
dash using a hole saw (not provided). connecto?s upybehind gne dashQ[o the amplifiers

Run th bwoof ire d | Il bar t ds th
C_onnefclhthe connectors to the left outside of the vehicle to under the Seat, You can come
side of the amp. back to add zip ties at the end of the installation
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PSSCAM
Tuck the wire harness under the plastic pieces by Route the wire along the side of the vehicle to the rear of
carefully pulling them back slightly and feed the wire the front seat (near the rear seat studs). You can later
through. tuck the extra wire here)

Route the rest of the wire harness up to Route the main Radio harness up through the hole we
the top of the dash over the metal braces St fraugh the same nolg, | antenna wire at this

To route the rear speaker can wires, begin at the back of I
the vehicle and Wo?k your way forward. "The side panels Route the 2 wires down the center

will pull off by prying at the clips. pulling out near the rear seat.
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PSS CAM

Run the wire up behind the rear seat. You can do this without removing the Do the same for the other side
seat, or removing the rear bolts and tipping the seat forward. Come back and

tip tie the harness after installation is complete.

For the cans, use the 2 included bolts to clamp the pod to the bar. Plug in the 2 wires (1 for _ _
XE?kKt AWUNWnY!l W 2 RYb OWWEIJIIWAENDUWX x x x WnY!l WeE T |
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PSSCAM
Route the speaker wire under the center Plug both the white speaker connector and

counsel to the passenger side dash opening black LED connector into the speaker pod.

s
32 g

Attach the speaker panel with the 5-BO Screw the panel down with the
screws removed earlier. outside 2 T30 screws

WA

For the driver side panel, ensure that the switches and i
RGB controller Wer% transferred and installed in the new ROUte the new wire from the

panel correctly. harness to the RGB controller.
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PSSCAM
P|U.? in the remaining switches. (The number of Plug both the white speaker connector and
swiiches varies based on factory and other aftermarket black LED connector into the speaker pod.

options installed)

Attach the speaker panel with the 5 Screw the panel down with the
T-30 screws removed earlier. outside 2 T30 screws

—

Reattach the 2 screws on either side of The antenna can be routed up the roll bar and mounted to the roof panel (if
the auge CIUSter option is available). Otherwise, a hole will need to be drlll_ed and the antenna
g g can be mounted to the dash. (Optional Roof mounting point shown)
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PSS CAM

Mount the radio inside the provided Plug in the radio connectors (Main
plastic dash hood mount harness, Antenna, Etc.)

Use 2 included T30 screws to
attach the radio.

www.alpine-usa.com #AlpineSound fivo



PosCAM V///4 Bad ) |3

Installation Manual

Subwoofer Install PSS CAM
1. Fold up the seat cushion and remove the 2 2. Using a 13mm socket and 13mm box
driver seat rear bolts using a 18mm socket wrench, remove the 2 front bolts.

3. Be sure to tip the seat up partially and unplug the
seatbelt sensor before fully removing the seat. The 4. The seat belt does not need to be removed. Rotate

connector is located along the center console near e seatand setit down next to the vehicle.
the rear seat bolt. It is easy to get to from behind the

5. Place the subwoofer into position aligning 6. Be sure to add the seat spacer on
the rear brackets to the seat studs. top of the rear subwoofer brackets
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PSS CAM

7. The front attaches with 2 provided-T i
30 screws inside the u shapepd brackets Here is a close up of the screw
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Software Tool Update

Vehicle Reassembly Notes PSSCAM 19

Step Description Reference

1 Ensure Dash and Body Panels are reattached

Ensure seats are reinstalled properly

Ensure seat belts are installed and functioning properly

Ensure battery negative terminal is reconnected
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Installation Manual

KAC-CMD-CTR Commander Radio
Direct Fit for UTV
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PSS CAM

Location of Controls

! N

€) Bluetooth®

2777771L.PINE KAC-CMD-CTR

Turning Power On or Off

1  Turn the ignition key to the ACC or ON position. The system turns on.

«  When turned on, the system displays the last screen that was displayed before the ignition key
was turned off. For example, if the unit is in radio mode when ignition is turned off, it will
remain in radio mode when ignition is turned back on.

2 Touch and hold the Music Symbol J’ (Source Button/Power Off) button for at least 2

seconds to turn the power off/on.

+ 'The unit is a precision device. Careful handling of the unit should provide you with years of
trouble-free operation.
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PSS CAM

Installation

Caution concerning the installation location:

This Unit has two mounting options.

The first is a marine industry standard 3-inch round mounting hole with a universal U mount rear
bracket. The second mounting option allows you to secure the faceplate of the radio via 4 hidden
corner screws. If your application requires you to cut the required 3-inch hole please make sure to
verify that the location you choose is free from all wires, cables, or devices behind the location you
plan to cut. Once the hole is cut, please use the either the rear U bracket or the four front screws to
securely mount the unit.
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Connections

To securely connect the ground lead, use an already installed screw on a metal part of the vehicle

(marked ()) or a clean, bare metal spot on the vehicle’s chassis.

Fix the cables carefully. Do not damage them by mounting them into movable parts, such as the seat

rail, or by locating them against sharp or pointed edges.

41l 10 1

[=] (=] (=]
B VIEW
T 1 UNIT | FUNCTION | COLOR
L LT 1 | Power Red
Front Left - White/Black
3 Front Left + White
4 |wL Orange
5 | FrontRight - | Grey/Black
6 | FrontRight + | Grey
7 Amp Turn On | Blue/White
8 Rear Left - Green/Black
9 | Rearleft+ | Green
|t 10 GND Black
11 Rear Right - | Violet/Black
Rear Right + | Violet
RADIO ANTENNA
L BLACK
PINK -
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2
g
BROWN =
E3 =1 AUX _DET_IN
u
=
25 2
& =
BLACK - AUX_RIN
v Red
ES
— BLACK - AUX_LIN
z
Jﬂ = White
2
UUUL YELLOW B
T
1 AVIEW 3
YELLOW
1 B VIEW
a E £ GREEN LINE_RL
W ( 2| White
F
GREEN — LINE_RR
g Red
Red Blue/White =]
Power — 1 Amp Tumn On GREY UNE FL
White/Black Grey/Black . =z -
Front Left - Front Right - o White
Front Left + Front Right + GREY : LINE_FR
QOrange Black E
e —1GND w Red
Green/Black Violet/Black _ =l
Rear Left - [ ] Rear Right - YELLOW
Green Violet . CAMERA_CVBS
Rear Left + | ] Rear Right + -
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PSS CAM

Radio Antenna Receptacle

Remote Turn-On Lead (Blue/White)
Connect this lead to the remote turn-on lead of your amplifier or signal processor.

Reverse Lead + (Pink) Activates back up camera input
Right Rear (+) Speaker Output Lead (Violet)

Right Rear (-) Speaker Output Lead (Violet/Black)
Right Front (+) Speaker Output Lead (Gray)

Right Front (-) Speaker Output Lead (Gray/Black)
Left Front (+) Speaker Output Lead (White)

Left Front (-) Speaker Output Lead (White/Black)
Left Rear (+) Speaker Output Lead (Green)

Left Rear (-) Speaker Output Lead (Green/Black)

Switched Power Lead (Ignition) (Red)
Connect this lead to an open terminal on the vehicle’s fuse box or another unused power source that
provides (+) 12V only when the ignition is turned on or in the accessory position.

Ground Lead (Black)
Connect this lead to a good chassis ground on the vehicle. Make sure the connection is made to bare
metal and is securely fastened using the sheet metal screw provided.

REAR CAMERA Input RCA Connector (Yellow)
Use when connecting a camera with RCA Output Connector.

Rear Output RCA Connectors
Can be used as Rear Output RCA Connectors. RED is right and WHITE is left.

Front Output RCA Connectors
Can be used as Front Output RCA Connectors. RED is right and WHITE is left.

Subwoofer RCA Connectors
RED WHITE is mono

AUX INPUT RCA Connectors USB Connector
To USB flash drive.

If an ACC power supply is not available

Connection Diagram of SPST Switch (sold separately)
ACC

| ®ed) | SPSTSW (Optional) 1 FUSE
2 71LPINE ! !

©
Battery

o Ifyour vehicle has no ACC power supply, add an SPST (Single-Pole, Single-Throw) switch (sold separately).

__________________
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Adjusting the Volume

Adjust the volume by turning the Volume knob right for volume up and left for volume down. 0-39
Steps.

Adjusting the Sub Volume

Adjust the Sub volume by pressing in the knob on when on the main screen. Sub vol will pop up
turning the Volume knob right for sub up and down 0-15. To exit press the volume knob in. (the unit
will exit Sub volume automatically after 15 seconds of no interaction)

SUB VOL
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Switching Sources

Press the J’ button then use the knob to turn to the source you want and press in on the knob

to choose the intended source. Once the source you want is highlighted push in on the knob to
select.

SOURCE

FM/AM

Listening to the Radio

NEWS Station Name

) 915,

1. To manually seek up.dn press the| i€« P> | buttons momentarily. Use multiple presses

to manually tune to your intended station.

2. To automatically seek up.dn press the| I«< P> | buttons for 2 second the tuner will seek

to the next available station .
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PSS CAM

Presetting Stations Manually

1. To save a station press the| $1J{ | button. This will highlight the presets use the knob to

scroll to the preset you want to save the current station to and press and hold the knob until

the preset it saved. Press the| 3I[] |button to exit preset menu.

2. Each Radio band can save up to 6 presets.

Presetting Stations Automatically

When in FM/AM press the Home button | smm |a new screen will pop up then choose Auto to

have the unit scan and save the first six stations it finds. You can also turn RDS on and off on this

screen. To exit press the | gam | button.

Settings

Auto Search

RDS

Q Auto Search
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USB

1 Touchthe| g |and select USB mode. The display shows the USB mode screen. If no

compatible USB device is installed, you will get the following notification.

USB not connected

2 Plugin compatible USB with compatible audio tracks loaded on the USB the unit will scan
the device and auto play.

Leave me alone

wd ™
. -Bishop Briggs

/- -Unknown
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Repeat/Shuftle Play (USB Audio)

1  When in USB press the Home button | gga |a new screen will pop up then choose Play
Mode this will access Repeat One, Repeat All and Shuffle.

Settings

Play Mode £% Repeat All >

Music List 2/130 >

Repeat All
Repeat One

SHUFFLE

2 To pause playback, touch| B/Il |. Press| »/Il |again to resume playback.

 The playback time may not be correctly displayed when a VBR (Variable Bit Rate) recorded file
is played back.

 Ifthere is tag information, artist name/album name/track name is displayed.

« If there is no label information, no name is displayed.

« ID3 tag/WMA tag
If an MP3/WMA/AAC/WAVE contains ID3 tag/ WMA tag information, the ID3 tag/WMA tag
information is displayed. (e.g., song name, artist name, and album name)
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